
-196º/Service Temp. -196º 

/Split body

/Full bore

/Soft & metal seat

/Bidirectional

/Antistatic stem

/Anti blow out stem

/Autoadjustable packing

/Self cavity pressure relief

/Fire safe

/Spring loaded seat

 Degreased



H 185 185 185 185 293 293 293 350 350 - - - - -
F 350 352 360 365 380 387 400 437 451 - - - - - -

F1 PN16 - - - - - - - - - 425 - 495 - 566 630
PN40 - 487 - 531

E PN16 95 105 115 140 150 165 185 200 220 285 - 340 - 405 460
515054573-003-53204NP

L F1 130 150 160 180 200 230 290 310 350 - - - - - -
F4 115 120 125 130 140 150 170 180 190 - - - - - -
F5 - - - - - - - - - 350 350 400 400 450 500

S PN16 47 49 55 52 53 63 76 81 91 165 - 200 200 225 250
PN40 - 175

ISO 5211 F05 F05 F05 F05 F07 F07 F07 F10 F10 F12 F14 F14 F16 F16 F25

1 1                     Body 1                1      1.4408               A351 CF 8M
2 2                       Body 2                  1       1.4408                 A351 CF 8M 
3                            Ball                       1       1.4408                 A351 CF 8M
4                            Seat                      1       KEL’F                  KEL’F 
5 Stem                     1       1.4401 AISI 316
6                 Stem Seal 1 PTFE+GF PTFE+GF
7 Packing ring 2 Graphite Graphite
8                      Gland packing 1 1.4401 AISI 316
9                    Spring washer 5 1.4310 AISI 301

11                           Cover 2 1.4408 AISI316
12                        Cover ring 2 Graphite Graphite
13                      Cover bolt 4 A4-70 A4-70
14 1            Body seal 1 1 Graphite Graphite
15                      Body bolt - A4-70 B8M
16                           Handle 1 Stainless steel Stainless steel
17                     Handle bolt 1 8.8 8.8
18                       Thrust washer 1+1 PTFE+CG PTFE+CG
19                           Spring 1 1.4319 AISI 302
20                               Ball 1 1.4401 AISI 316
21                        Stop washer 1 1.0503 1045
30                        Metalic ring 2 AISI 302 AISI 302
34   2           Body seal 2 1 - Graphite
43                Seat seal 1 Graphite Graphite
44                           Ring seat 1 1.4401 AISI 316
45                       Spring seat - Inconel X750 Inconel X750
49                   Conical seat           1 KEL´F KEL´F
68                    Extension 1 1.4401 AISI 316
69                    Extended stem 1 1.4401 AISI 316
71         Extended seal 1 Graphite Graphite
72                Stem seal 1 PTFE+GF PTFE+GF
73 O Oring stem            1       Nitrile Nitrile
75               Extention bolt 4 A4-70 A4-70
120  2                       Packing ring 2 1 Graphite Graphite

D 15 20 20 40 50 80 100 150 200 250 300
H 185 185 185 293 293 350 350 - - - - - -
F 350 352 360 380 387 437 451 - - - - - -

F1 150lbs - - - - - - - 425 - 495 - 566 630135-784-sbl003

E 150lbs 89 99 108 127 152 191 229 279 - 343 - 406 483
300lbs 95 118 124 156 165 210 254 - 318 - 381 445 521

L 150lbs 108 117 127 165 178 203 229 394 - 457 - 533 610
300lbs 140 152 165 191 216 283 305 - 403 - 502 568 648

S 150lbs 47 52 56 77 92 100 114 165 - 228 - 284 324
300lbs 64 76 70 78 90 141 152 - 202 - 251 284 324

ISO 5211 F05 F05 F05 F07 F07 F10 F10 F12 F14 F14 F16 F16 F25

DN15 DN20 DN25 DN40 DN50 DN65 DN80 DN100 DN150 DN200 DN250 DN300
DIN 20 35 55 82 120 150 305 460 680 1100 1630 2360
ANSI 150 18 30 60 80 110 130 270 410 620 920 1420 2100
ANSI 300 28 48 90 115 165 195 405 610 920 1350 2110 3125

-196ºC 


